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Brunton warrants this product to be free of defects in workmanship and materials for the 
lifetime of the original owner, and is nontransferable.  If you have any problems with your 
Lander stove, the stove should be returned to the dealer or sent to Brunton, 2255 
Brunton Court, Riverton, WY 82501 U.S.A.  Please contact Brunton at the number below 
to obtain RA#.  Clean food and soot from stove before shipping. Shipping cost to Brunton 
is the responsibility of the purchaser. Return postage will be paid by Brunton. Please 
return this warranty card to Brunton as a proof of purchase.  This warranty does not cover 
damage caused by accident, misuse, abuse, or tampering. A nominal charge will be 
assessed to repair such damage.

Brunton assumes no responsibility for any inconvenience, loss, or injury, direct or 
consequential damage arising from possession or use of the goods. This warranty gives 
you specific legal rights which may vary from state to state. Check with your local state 
about your rights.

Read, understand and follow all instructions and warnings before using the stove.  
Fuel bottle is not included, the bottle is to be purchased separately.

LIMITS OF LIABILITY

Brunton employs a heat
resistant anti-corrosion
stainless steel for the
flame spreader

Easy to ignite with match or lighter through ignition port.

Non-slip rubber feet.

Turn the knob clockwise until fuel 
no longer enters the stove.
Disconnect the stove and gas 
canister after the stove has cooled.

Leg

Pot support

Ignition port

Check the rubber seal in the valve. Turn 
the valve clock-wise until the valve is firmly 
connected to the canister. Check for any 
leaks before igniting stove. Turn the 
butane canister counter-clockwise to 
disconnect the stove.

After connection, turn the knob counter-clockwise slowly and light the stove 
through the ignition port as shown in the picture below.  After ignition, adjust the 
flame output as desired.

“After use gas canister, please puncture and put it in recycle bin.”

Item Name : Lander
Model No. : 81-100892
Dimension : 100 x 80 x 80mm (stove)
Weight : 16 oz.

Ignition : Manual
Output : Butane
Usable Fuel : Butane propane mix
Burn time : 90 min.
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Spreader
Pot support (Use cooker less than 20cm diameter)
Leg (Foldable support and leg for compact size)
Fuel hose (Fluorine rubber with woven wires)
Valve
Knob
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- continuedSPECIFICATIONS OPERATING THE STOVE

CHARACTERISTICS WARRANTY

WARNING

OPERATING THE STOVE

PARTS

• EXTINGUISHMENT
• CONNECTION & DISCONNECTION

• POT SUPPORT & LEGS

The pot support and legs are connected via an ingenious 
gearing system which allows them to (un)fold simultaneously.

• Only use in well ventilated areas.
• Do not move or leave it unattended while in use.
• Keep away from children.
• Do not operate near flammable materials.

- Use outdoors only and do not allow children to reach. -


