
OPERATING INSTRUCTIONS
- Before using the Brunton Lander stove, please read and follow all the steps
  below carefully.

1. Pour the fuel up to the fill line on the bottle. Do not overfill.
2. Insert pump and turn clockwise to tighten.

To avoid the possibility of serious injury, use only a Brunton pump and bottle
Use only White Gasoline, other fuel could clog the nozzle and may cause a fire hazard.
Keep away from children.

3. Before pumping pressure into the fuel bottle, 
ensure that the control valve for the stove unit is 
set to the OFF position.  Pump the handle on the 
pump set to pressurize the fuel bottle (20 strokes).

NOTE: Less fuel in the bottle needs more 
pumping strokes to pressurize the bottle.

2. After fuel has been primed to the stove, ignite the fuel through the ignition port with a lighter or 
    a match to preheat the generator pipe.
3. After pre-heating (1-2 minutes) slowly open the valve to allow fuel to flow through the generator 
    unit.  The flame may appear yellow for the first minute of operation but should settle to a crisp 
    blue flame that is the normal cooking flame.  If an excessively high yellow flame is evident, turn 
    off the stove and repeat the preheating process.
4. Never allow fuel to overflow from the stove base, as leaking fuel will ignite and may cause a fire 
     hazard and serious injury.
5. If the flame decreases in intensity, further pressurization of the fuel bottle is required.

Using the stove on uneven surface is very dangerous and may cause a fire hazard
and serious injury.
When the fuel bottle has been connected to the pump be sure that the valve knob is set 
to the OFF position.
When the stove is in use, keep fuel bottle as far away as possible.
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2. Pull the stand and turn 90º and then attach the stove hose to the fuel bottle.
    Tighten the valve connector by turning it clockwise. (Do not overtighten as it may damage the pump.)

1. Unfold the stove and place the stove on a flat surface.

1. To extinguish the stove, turn the valve knob in a clockwise direction to the OFF position.  The 
    stove will still burn for a short time until consuming the remaining fuel inside the hose and 
    generator unit.

- Check the stand before connection -

1. Turn the valve knob counter-clockwise (ON) and wait 1-2 seconds until the nozzle emits a 
small amount of fuel onto the priming pad, and then close the valve knob (OFF). If fuel doesn’t 
flow, fuel is low or the fuel bottle needs pressurizing.

Before igniting the stove, ensure that the valve knob is turned to the clockwise (OFF) 
position.
Never place your head or body above the stove when lighting it.

3. After connecting the flexible hose to the pump, ensure that the stand is turned to a 90º angle
   to the fuel bottle as shown below, and then place the fuel bottle on a flat surface as shown.

2. After the fire extinguishes, the stove will remain hot, wait until the stove cools down.
3. Separate the stove connector from pump. Turn the fuel bottle stand so it runs parallel to   
    the fuel bottle to enable easy access.
4. Fuel bottle and pump can be transported as a connected assembly. When separating the
    pump from fuel bottle, turn the pump slowly so that the pressure retained inside the fuel 
    bottle can release gradually.
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- Before using the stove with white gasoline, it is necessary to preheat the fuel in the generator.
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